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FNFNFNFNAir-cooledAir-cooledAir-cooledAir-cooled CondenserCondenserCondenserCondenser

1.1.1.1. ProductProductProductProduct descriptiondescriptiondescriptiondescription
Air-cooled condenser is the heat radiating equipment using the air to make cool, matching the

refrigeration equipment with freon refrigerant. It can be divided into 3 series: FN, FNS, and FNV. The

first 2 series use the side fan, and FNV use the top fan.

This series has the following characteristics:

1).The shell is of good quality stainless steel, with plastic spray surface, corrosion-resistant and beautiful

outlook.
2). The coil is crossed-arranged, using the mechanic method to expand the tube, which make the copper
tube and the aluminum fin jointed closely, to achieve the good heat exchange effect.
3). It is after air-proof test under 2.8Mpa, and system sewage treatment.

4). The refrigerant can be R22, R134a, R404a, R407C etc.

5). FNS condenser use the big air volume, low speed motor, which is built inside the units, with low noise,

beautiful outlook, widely used for the equipment with high requirement for the noise.

6). FNV condenser have big windward, good heat exchange effect, and external rotor fan, which can be

widely used for the bigger condensing units.

2.2.2.2. ModelModelModelModel code:code:code:code:
FNFNFNFN SSSS -------- 80808080 AAAA

Updated design code
Surface area for heat exchange ( m2)
Code: blank:standard, S:low noise V:V shape tope fan,
P:water spray
Air cooled condenser code

3.3.3.3. Specification:Specification:Specification:Specification:
1). FN standard condenser

Model
Capacity

Kw
Area
m2

Fan Pipe(mm)
External
size(mm)

Installation size
(mm)

Input
(w)

Dia
(mm)

Air
(m3/h)

Vot
(v)

Inlet Outlet A×B×C D E

FN-2 0.6 2 1×35 200 410 220 φ10 φ10 320×100×230 270 65
FN-3.4 1.0 3.4 1×35 200 410 220 φ12 φ12 320×100×230 270 65
FN-4.4 1.3 4.4 1×60 250 750 220 φ12 φ12 370×100×280 325 65
FN-5.4 1.6 5.4 1×75 300 1350 220 φ12 φ12 440×100×330 392 65
FN-7.0 2.0 7.0 1×90 300 1350 220 φ12 φ12 440.×135×330 390 90
FN-8.4 2.3 8.4 1×150 350 3100 380 φ16 φ12 500×130×430 455 95
FN-11.5 3.5 11.5 1×150 350 3100 380 φ16 φ12 480×180×430 430 145
FN-15 4.4 15 1×150 350 3100 380 φ16 φ12 550×180×480 490 145
FN-18 5.2 18 1×180 400 4500 380 φ19 φ16 590×180×530 530 140
FN-22 6.4 22 1×180 400 4500 380 φ19 φ16 590×180×530 530 140
FN-25 8.1 25 1×180 400 4500 380 φ19 φ16 750×180×680 660 150
FN-21 6.1 21 2×90 300 2700 220 φ16 φ12 840×180×430 790 140
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2. FNV Condenser

4). FNP condenser with water spray to assist cooling

Model
Capacity Area

Fan Pipe(mm)
Water

External dimension Install size

Input Vol Air Refrigerant pipe (mm) (mm)

Kw m2 W V m3 /h gas liquid water m3 /h A B C a b

FNP-70 22.4 70 2×450 380 13000 2×φ22 2×φ16 3/4” 0.6 1455 1162 952 1330 896

FNP-105 33.7 105 2×600 380 17400 2×φ22 2×φ16 3/4” 0.6 1455 1162 952 1330 896

FNP-140 44.9 140 2×600 380 17400 2×φ22 2×φ16 3/4” 0.6 1455 1162 952 1330 896

FNP-175 55.4 175 2×800 380 26000 2×φ28 2×φ22 3/4” 0.8 1755 1237 1050 1630 970

FN-28 8.2 28 2×150 350 6200 380 φ19 φ16 900×180×430 840 145
FN-33 11.2 33 2×150 350 6200 380 φ19 φ16 900×200×480 840 130
FN-36 12.6 36 2×180 400 9000 380 φ19 φ16 1015×180×580 950 150
FN-43 14.8 43 2×180 400 9000 380 φ22 φ16 1015×180×680 950 150
FN-48 17.5 48 2×180 400 9000 380 φ22 φ16 1250×200×630 1172 120
FN-55 19.2 55 2×180 400 9000 380 φ22 φ19 1250×200×730 1172 140
FN-70A 20.5 70 2×250 450 10360 380 φ28 φ19 1250×200×830 1172 120
FN-80A 24.4 80 2×250 450 10360 380 φ28 φ19 1250×200×830 1172 120
FN-100 29.6 100 4×180 400 18000 380 φ28 φ22 1250×200×1130 1172 120
FN-130 38.2 130 4×180 400 18000 380 φ28 φ22 1250×200×1380 1172 120
FN-150 47.2 150 4×180 400 18000 380 φ28 φ22 1250×250×1330 1240 200
FN-180 54 180 4×180 400 18000 380 φ35 φ22 1250×270×1330 1240 200

Model

Capacity Area Fan Pipe(mm) External

dimension(mm)

Instal size

(mm)

Kw m2 Input

W

Dia

mm

Vol

V

Air

m3/h

Inlet Outlet A B C a b

FNV-70A 22.4 70 2×450 500 380 13000 2×φ22 2×φ16 1455 976 952 1330 896

FNV-105A 33.7 105 2×600 550 380 17400 2×φ22 2×φ16 1455 976 952 1330 896

FNV-140A 44.9 140 2×600 550 380 17400 2×φ22 2×φ16 1455 976 952 1330 896

FNV-175A 55.4 175 2×800 630 380 26000 2×φ28 2×φ22 1755 1050 1050 1630 970

FNV-195A 62.1 195 2×800 630 380 26000 2×φ28 2×φ22 1755 1050 1050 1630 970

FNV-260A 83.2 260 3×800 630 380 39000 2×φ28 2×φ22 2555 1050 1050 2430 970

FNV-295A 93.4 295 3×800 630 380 39000 2×φ28 2×φ22 2555 1050 1050 2430 970

FNV-365A 116.5 365 3×800 630 380 39000 2×φ28 2×φ22 2555 1050 1050 2430 970

FNV-405A 130.0 405 4×800 630 380 52000 2×φ35 2×φ28 3155 1112 1144 3030 1032

FNV-505A 162.0 505 4×800 630 380 52000 2×φ35 2×φ28 3155 1112 1144 3030 1032
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FNP-195 62.1 195 2×800 380 26000 2×φ28 2×φ22 3/4” 0.8 1755 1237 1050 1630 970

FNP-260 83.2 260 3×800 380 39000 2×φ28 2×φ22 1” 1.1 2555 1237 1050 2430 970

FNP-295 93.4 295 3×800 380 39000 2×φ28 2×φ22 1” 1.1 2555 1237 1050 2430 970

FNP-365 116.5 365 3×800 380 39000 2×φ28 2×φ22 1” 1.1 2555 1237 1050 2430 970

FNP-405 130.0 405 4×800 380 52000 2×φ35 2×φ28 1” 1.4 3155 1300 1144 3030 1032

FNP-505 162.0 505 4×800 380 52000 2×φ35 2×φ28 1” 1.4 3155 1300 1144 3030 1032

Note: 1.The heat exchange capacity is the nominal one with no water sprayed.

2. The water pressure is no less than 1.5bar.

4.4.4.4. OutlookOutlookOutlookOutlook &&&& installationinstallationinstallationinstallation size:size:size:size:
FNFNFNFN condensercondensercondensercondenserdiagramdiagramdiagramdiagram

FNVFNVFNVFNV condensercondensercondensercondenserdiagramdiagramdiagramdiagram

FN 型风冷凝器
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